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Designed to offer the maximum number of ý bers in 
the smallest cable package possible, AccuRibbon 

DuctSaverÈ Cables provide up to 864 ý bers in a cable sheath 
that is still compact enough be installed in standard innerducts.  
In network segments for which rights-of-way are limited or are 
expensive to build-out, it is often desirable to complete a one-
time installation of as many ý bers as possible in whatever inner-
duct is available.  AccuRibbon DuctSaver Cables are designed 
speciý cally for these premium rights-of-way.  

The construction of these cables begins with a central tube con-
taining up to 36 AccuRibbon units, each unit consisting of 24 
ý bers, for a maximum of 864 ý bers. Surrounding the ribbons 
inside the central tube is a specially engineered waterblock-
ing compound. Additional resistance to water penetration is 
provided by a layer of waterblocking tape placed around the 
outside of the central tube. Next, a layer of dielectric strength 
members is helically applied, with a second layer of reinforced 
dielectric strength members applied helically in the opposite 
direction. Ripcords are located within the outer layer of strength 
members for easy sheath removal. The AccuRibbon DuctSaver 
Cable with a Dielectric Sheath is completed with a jacket made 
of high density polyethylene (HDPE), which provides extra pro-
tection in hostile environments and a low coefý cient of friction 
to speed duct installations.  The AccuRibbon DuctSaver Cable 
with a Metallic Sheath adds a layer of 0.15 mm (0.006 in.) cor-
rugated electrolytically chrome coated steel (ECCS) over the 
outer polyethylene jacket of the Dielectric Sheath design. The 
Metallic Sheath option is then completed with a second HDPE 
jacket.

Maximizing Fiber Density in A Compact Package 
for Premium Rights-of-Way

Features and Benefits:Features and Benefits:Features and Benefits:

´ Best-in-class cable design for high fiber count 
deployments in premium duct space 

´ Metallic and dielectric sheath options to support 
lashed aerial, underground, and duct installations

´ Available with OFS AllWaveå Zero Water Peak 
(ZWP) Single-Mode Fiber, as well as TrueWaveå 
Single-Mode Fibers.

The best-in-class compact size of an AccuRibbon DuctSaver 
Cable makes it the perfect cable solution for deployments 

in which duct space is at a premium and high ý ber counts are 
needed.  The cableôs robust sheath design will easily withstand 
standard installation procedures in lashed aerial, buried, and 
underground environments. 

In addition to the installation advantages provided by its high 
ý ber density and compact size, an AccuRibbon DuctSaver 
Cable provides improved splicing productivity and ý ber stor-
age. The 24-ý ber ribbons can easily be divided into two robust 
12-ý ber sub-units and mass fusion spliced.  The time savings 
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